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ENVIRONMENTAL 
 

 DOES NOT contain raw  

materials known to the State 

of California (Prop 65) to 

cause cancer, birth defects or 

other reproductive harm  

 DOES NOT contain raw  

materials listed on SECTION 

112(b) of HAPs List 

 REACH Compliant - Does 

NOT contain raw materials 

listed on REACH Annex 

 No SARA 311, 312, 313  

     Ingredients 

 Reduced VOC,  

     Non-Flammable,  

     Non-Hazardous,  

     Non-Combustible, Non-Toxic 

TYPICAL PROPERTIES 

Appearance:   Clear Amber Liquid 

Flash Point:  

(Pensky-Martens closed cup) 

94.45 °C or 202 °F 

Odor: Mild  

pH  

(50% solution in water @ 68°F) 

9.8 - 10.8 

Vapor Pressure: (components) ≤ 0.02  - 0.04 mmHg  

@ 20 °C (68 °F)  

Initial boiling point/ 

boiling range (@ 760 [mm Hg]) 

                                  

385 - 485 °F 

Ideal Operating Temp (°F) 77 - 140 °F 

Ideal Operating Concentration Full Strength 

Specific Gravity @ (68°F) 0.9810 - 0.9820 

Weight/Gal. (lbs. /gal.) 8.20 

VOC Content:  

(ASTM D-2369, Method 24) 

6.77 lbs./gal or  

811 grams/liter  

HMIS Rating:     Health = 2   

        Fire = 1   
Reactivity = 0 

Recycling Parameters:  

(Vacuum Distillation) 
@ 27 [mm Hg] Pressure   

  

300°F  
 

Product # 02-W409589 

~ Layers such as High & Low 

   Solid Aliphatic, Water Borne  

   Epoxy Primers, Polyurethane,  

   Acrylic, Varnishes, and Alkyl  

   Enamel Coatings 

 
 

Features & Benefits 
 

 Replaces  NMP, Acetone, MEK, 

Methylene Chloride, PM Acetate, 

etc.   

 
  

Application 
 

Use CIRR D BOND™  

Full Strength (Do NOT add  

water) at room temperature OR 

heated to a maximum of 140 °F in 

a well-ventilated area.  When heated, 

a faster polymer and resin removal 

result is obtained. The use of an ul-

trasonic Immersion tank will enhance 

the loosening performance.  Must 

have proper ventilation system 

mechanical exhaust in place.   
  

Mechanical filtering of larger    

particles using a metal mesh filter 

or cheesecloth will help extend 

the life of the product.  
  

CIRR D BOND™  is NOT intend-

ed for flushing or re-circulating 

the product throughout the spray 

foam equipment, including hoses.   
 

To remove recently hardened 

Isocyanate (Part A) from the 

hoses, FLUSH with  

SURF X FLUSH ™  2000 first,    

followed with a FINAL FLUSH of  
NZD ISO FLUSH™   

Isocyanates Cleaner &  

Neutralizer.  
 

For hand wipe applications, use  

CIRR D BOND™   

Crystalized Isocyanates & Resin 

Remover  

GO GREEN™ Wipes. 

 

Environmentally sensible, Low  

Temperature Immersion Cleaner.  

It removes recently  

hardened and cured build-up of 

polymers and resins from Spray 

Foam Equipment, Spray Guns, Pump  

Packaging, Heat Exchangers, Mixing 

Heads, Troughs, Conveyor Parts, 

Side Walls, Rollers, Foam & Resin 

Cutting Devices, and Injection 

Molds.  It effectively removes;  

 
 

~ Recently cured Isocyanates (A) 
 

~ MDI and TDI esters and ethers 
 

~ Residual of cured polyurethane  
 

~ Cured Reactive Hot Melt  

   Polyurethane Adhesives 
 

~ Resins and Fiberglass (Polyester, 

   Vinylester, Epoxy, Polyamide,  

   Orthophthalic, Isophthalic, and  

   Dicyclopentadiene) 
 

~ Adhesives from roll coating and 

   dispensing equipment, as well 

   as other industrial adhesives 
 

 
 

CIRR D BOND ™ Crystalized  
Isocyanates & Resin Remover 

 

Crystalized Isocyanates & Resin Remover 

http://r20.rs6.net/tn.jsp?f=001GxjAzyFAvlxE-0uVUNVCCGhyMw5N91o2sgi6IF7SgpW2nliuqfiKAKXKYCK_2DB5X9rnQ086dQnJb9HGbsAg5IquLFzblyiTUEKK8tNzDQTYCEBTcOTHNNix9V3HPTXHdA5ENWUqvbqzSBXoUD1YMAuJOg6txf_MqtRGbZHVRATdA50cMbS9dU49mGZULaXSrxuCOeq9cDA=&c=TbprgM2ViUI-or2jk9UFE
http://r20.rs6.net/tn.jsp?f=001GxjAzyFAvlxE-0uVUNVCCGhyMw5N91o2sgi6IF7SgpW2nliuqfiKAM-QUzAKtLq8WZ3xFdxKlEUeEf4lDg-7HfmGpkxg8MSr-fC_K7HlhAjZp6zeB8srOdC2wUlM2dQIgHt5w6JcwFwARw6XPGTuYnhHi5bzJkaAbsTsXFG-NNqcjYJ2-3Q5z1jPTIk3lWNvLrIIQU53ZtUv6bPL1yvpSESPgyC1HC2F&c=T
http://r20.rs6.net/tn.jsp?f=001GxjAzyFAvlxE-0uVUNVCCGhyMw5N91o2sgi6IF7SgpW2nliuqfiKAM-QUzAKtLq8WZ3xFdxKlEUeEf4lDg-7HfmGpkxg8MSr-fC_K7HlhAjZp6zeB8srOdC2wUlM2dQIgHt5w6JcwFwARw6XPGTuYnhHi5bzJkaAbsTsXFG-NNqcjYJ2-3Q5z1jPTIk3lWNvLrIIQU53ZtUv6bPL1yvpSESPgyC1HC2F&c=T
http://r20.rs6.net/tn.jsp?f=001GxjAzyFAvlxE-0uVUNVCCGhyMw5N91o2sgi6IF7SgpW2nliuqfiKAM-QUzAKtLq8WZ3xFdxKlEUeEf4lDg-7HfmGpkxg8MSr-fC_K7HlhAjZp6zeB8srOdC2wUlM2dQIgHt5w6JcwFwARw6XPGTuYnhHi5bzJkaAbsTsXFG-NNqcjYJ2-3Q5z1jPTIk3lWNvLrIIQU53ZtUv6bPL1yvpSESPgyC1HC2F&c=T


1 Gallon EasyPour Jugs 

5 Gallon Pails 

55 Gallon Steel Drums (closed cap) 

GO GREEN™ Wipes in an “Easy 

Carry Bucket”  

(90 /  12 " x 12" Polypropylene  

Saturated Wipes)  

 

Freight easily shipped via local  

carriers ground or LTL. 

 

 

This product should be kept in its 

original container above freezing 

and less than 100 °F.   

 

Store drums in a dry area.    

 

PACKAGING & STORAGE SAFETY&HANDLING PRECAUTIONS 
Refer to SDS for additional safe 
handling & disposal 

Direct contact of CIRR D BOND™ Crystalized Isocyanates & Resin Re-
mover will cause a skin irritation or serious eye irritation or damage.  

it is important to utilize  recommended gloves (Use Natural Rubber Gloves 

when handling this product), safety goggles and other  suitable protective cloth-

ing your company recommends.  Harmful if inhaled or swallowed. Use product 

with adequate  ventilation. Do Not take internally. Keep out of reach of  

children; If splashed in eyes or on skin, wash off with plenty of water. If swal-

lowed remove from exposure area  Never give anything by mouth to an uncon-

scious person Get medical advice/attention. Refer to SDS  Section 4 First 

Aid Measures   

 

DISPOSAL.   
Refer to SDS for additional safe 
handling & disposal 

 

The spent material should not be disposed of in any  

sewerage system. Solutions containing hazardous or non-hazardous coatings 

and other soils should be handled and treated according to Federal, State and 

Local Environmental Laws. Discharge your waste and rinse water according to  

Federal, State and Local Regulations.   
 

 

tdscdbondcirr20220528V1 

10 Eagle Avenue - Suite 500 - Mount Holly, NJ 08060 
Phone: 609-518-7577 / Fax: 609-518-5277 

RECOMMENDED MATERIALS TO USE FOR:  

O-Rings, Gaskets, Hoses and Pump Packaging  

 FEP-Teflon  Ethylene-Propylene Copolymer 

 Butyl Rubber  Kalrez 

 Buna-S  Fluorosilicone Rubber 

 Melamine  Mild Steel 

 Nylon 101  Halar 

 Ryton  

 Viton  Phenolic Polyester  Noryl EN-265 

 ABS  Polyurethane  Noryl -731 

 Durel  PVC  Polysulfone 

 Kynar  Buna-N  Ultem 

 Lucite  Hypalon  Valox 

 PET  Lexan  

Material to Avoid 



Features & Benefits 
 

 Low VOC 
 

 High Resin/Polymer loading 
 

 Recyclable via vacuum distillation - 

resulting in reduced disposal costs 
 

 Residue Free   
 

 Replaces solvents such as NMP, 

BLO, Acetone, MEK, Methylene 

Chloride, PM Acetate and  

      1,1,1 Trichloroethane 
 

 Low rate of evaporation    
 

 Multi substrate - Safe of most  

      Ferrous and non-Ferrous Metals 
 

 Compatible and Non Corrosive on  

       various metals, plastics, glass and  

       ceramics   
 

  

Application  
  

Flushing the Spray Foam Equip-

ment – Must be used at room tempera-

ture. 
 

Immersion Cleaning – Use at room 

temperature OR heated to a maximum 

140°F in a well-ventilated area (when 

heated, a faster polymer and resin re-

moval result is obtained).    

 

For more difficult cleaning  

applications (aged & cured foam) use  

CIRR D-Bond™ Crystalized  

Isocyanate Resin Remover in an  

immersion cleaning tank.   

  

Use Natural Rubber Gloves when  

handling this product.  

 

For hand wipe applications, use  

FOAM OFF ǀ MP™ GO GREEN™ 

Wipes. 

 

Flexible & Rigid 
Polyurethane Foam Remover 

FOAM OFF ǀ MP™ is highly effective in 

Flushing and Immersion cleaning.  

Designed to dissolve and flush flexible, 

rigid, elastomer or molded polyurethane 

foam.  Effective for both MDI and TDI 

esters as well as cured reactive hot melt 

polyurethane adhesives, and other indus-

trial adhesives.    

 

Flushing and removing large amounts of 

liquid and hardened Isocyanate (A) from 

ISO lines and feed lines, including meter-

ing equipment, mixing heads, hoses, ket-

tles, pump packaging, etc.   

 

Effectively Removes: 
 

 

 Cured Urethane Foam deposits 

 Flexible and Rigid Polyurethane Foam  

 Urethane and Industrial Adhesives  

 
 

ENVIRONMENTAL 
 

 Reduced VOC 
 

 Non-Hazardous 
 

 Non-Flammable 
 

 Non-Toxic 
 

 DOES NOT contain raw ma-

terials on the NJ Community 

Right to Know Environmental 

Hazardous Substance (EHS) 

List 
 

 DOES NOT contain raw  

materials known to the State 

of California (Prop 65) to 

cause cancer, birth defects or 

other reproductive harm  
 

 DOES NOT contain raw  ma-

terials listed on SECTION 112

(b) of HAPs List 
 

 No SARA 313 Ingredients 
 

 REACH Compliant 

TYPICAL PROPERTIES 

Appearance:   Clear Amber Liquid 

Flash Point:  

(Pensky-Martens closed cup) 

169 °F 

Odor: Mild Organic Ester 

Surface Tension:  24 (dynes/cm 24) 

(water = 1.0) 

pH  

(50% solution in water @ 68°F) 

  

6.8 - 7.8 

Vapor Pressure: (components) 0.20  - 0.90 mmHg  

@ 20 °C (68 °F)  

Initial boiling point/ 

boiling range (@ 760 [mm Hg]) 

                                  

356 - 396 °F 

Ideal Operating Temp (°F) Room Temperature or 

maximum heated to 
140 °F 

Ideal Operating Concentration Full Strength 

Specific Gravity @ (68°F) 0.980 - 0.984 

Weight/Gal. (lbs. /gal.) 8.20 

VOC Content:  

(ASTM D-2369, Method 24) 

3.85 lbs./gal or  

437 grams/liter  

HMIS Rating:     Health = 2   

        Fire = 2   
Reactivity = 0 

Product # 02-W179567 



1 Gallon EasyPour Jugs 
 

5 Gallon Pails 
 

55 Gallon Steel Drums (closed cap) 
 

GO GREEN™ Wipes  

in an “Easy Carry Bucket”  

(90 /  12 " x 12" Polypropylene  

Saturated Wipes)  

 

Freight easily shipped via local  

carriers ground or LTL. 

 

 

This product should be kept in its 

original container above freezing 

and less than 100 °F.   

 

Store drums in a dry area.    

 

PACKAGING & STORAGE SAFETY&HANDLING PRECAUTIONS 
Refer to SDS for additional safe 
handling & disposal 

Direct contact of FOAM OFF ǀ MP ™ cause a mild skin irritation or se-

rious eye irritation. It is important to utilize recommended gloves (natural 

rubber), safety goggles and other suitable protective clothing your company  

recommends. Aspiration hazard if swallowed.  Keep liquid and vapor away from 

heat, sparks and flames. Keep container closed.  Use product with adequate 

ventilation.  

Do Not take internally. Keep out of reach of  children.  Avoid contact with 

skin, eyes and clothing.  Avoid breathing vapors or mist.  Wash thoroughly after 

handling.  Never give anything by mouth to an unconscious person Get medical 

advice/attention.  

Refer to SDS  Section 4 First Aid Measures   

 

 

 

DISPOSAL.   

Refer to SDS for additional safe 

handling & disposal 

 

The spent material should not be disposed of in any  

sewerage system. Solutions containing hazardous or non-hazardous coatings 

and other soils should be handled and treated according to Federal, State and 

Local Environmental Laws. Discharge your waste and rinse water according to  

Federal, State and Local Regulations.   

 

 

Tds_FOAMOFF_2022_06_01_V1 

10 Eagle Avenue - Suite 500 - Mount Holly, NJ 08060 
Phone: 609-518-7577 / Fax: 609-518-5277 

RECOMMENDED MATERIALS TO USE FOR:  

O-Rings, Gaskets, Hoses and Pump Packaging  
Material to Avoid 

Viton Phenolic  PET Noryl EN-265 Lucite 

ABS Polyurethane Lexan Noryl -731 Hypalon 

Durel PVC Valox Polysulfone  

Kynar Buna-N Polyester Ultem  

Teflon Mild Steel Polyethylene 

Butyl Rubber Halar Polypropylene 

Silicon Rubber Melamine Ryton 

Klarez Nylon 101  



overnight.

 

Isocyanates Cleaner & Neutralizer 

NZD ISO FLUSH ™  

Isocyanate Resin Cleaner & Neutralizer is highly 

effective in Flushing excess Liquid Isocyanate from  

processing equipment (feed lines, feed tanks, mixing 

and metering equipment), as well as loosening and 

removing partially crystalized isocyanate residue and 

build-up from equipment and parts.  No need to  

pre-flush Part (A) with Mineral Oil before using  

NZD ISO FLUSH ™ . 

 

NZD ISO FLUSH ™  effectively removes 
 

 Liquid & semi-hardened Isocyanate Part (A), Polyol 

Part (B), Cured Polyurethane Reactive Hot Melt 

Adhesives from Roll Coating Equipment and  

  Dispensing Equipment, as well as many other industrial adhesives 
 

 Industrial Resins such as Polyester, Vinylester, Epoxy, and Pigmented Gel Coats, as 

well as, Fiberglass and Resin Mixture 
 

 Coatings such as High & Low Solid Aliphatic, Water Borne Epoxy Primers,  

   Polyurethane, Acrylic, Varnishes, and Alkyl Enamel 
 

Features & Benefits 

  

 Low VOC 
 

 High Resin/Polymer loading 
 

 Recyclable via vacuum distillation - resulting in reduced disposal costs 
 

 Replaces solvents such as NMP,  Acetone, MEK, Methylene Chloride,     
 

 Low rate of evaporation    
 

 

Application  
  

Use Full Strength at room temperature. Do Not heat this product. 

 

 Flush out the entire ISO (A) Line throughout the system by placing the Transfer Pump 

inside a pail containing 2-3 gallons of NZD ISO FLUSH™ Isocyanates Cleaner & 

Neutralizer   
 

 Allow the transfer pump to pass the solvent throughout the system by   

recirculating for 4 hours or until it runs clear and then finally push the spent          

cleaning solvent and ISO mixture into a waste bucket 
 

 Once the system is free of Isocyanates, you are now ready to flush the mixture 

of ISO and NZD ISO FLUSH™ inside the system with  

   SurfaLube™ Equipment Storage Fluid and store the equipment  OR you 

   decide to go back to spraying foam; you can purge the lines with a few Quarts 

   of Isocyanates, and now you are ready to spray away 
 

 For QUICK hand wipe applications, use NZD ISO FLUSH ™ GO GREEN™ 

Wipes 

 

IMPORTANT:  DO NOT leave NZD ISO FLUSH™ inside the system  

ENVIRONMENTAL 
 

 Low VOC’s 
 

 Non-Hazardous 
 

 Non-Flammable 
 

 Non-Toxic 
 

 DOES NOT contain raw ma-

terials on the NJ Community 

Right to Know Environmental 

Hazardous Substance (EHS) 

List 
 

 DOES NOT contain raw  

materials known to the State 

of California (Prop 65) to 

cause cancer, birth defects or 

other reproductive harm  
 

 DOES NOT contain raw  ma-

terials listed on SECTION 112

(b) of HAPs List 
 

 No SARA 313 Ingredients 
 

 REACH Compliant 

TYPICAL PROPERTIES 

Appearance:   Clear Liquid 

Flash Point: (Seta Flash) 147.50 °F 

Odor: Mild Organic Ester 

Surface Tension:  24 (dynes/cm 24) 

(water = 1.0) 

pH  

(50% solution in water @ 68°F) 

  

6.8 - 8.2 

Vapor Pressure: (components)

@ 25 °C [mm Hg] 

0.8000  

Initial boiling point/ 

boiling range (@ 760 [mm Hg]) 

                                  

385 - 485 °F 

Ideal Operating Temp (°F) Room Temperature  

Ideal Operating Concentration Full Strength 

Specific Gravity @ (68°F) 0.895 - 0.900 

Weight/Gal. (lbs. /gal.) 7.5 

VOC Content:  

(ASTM D-2369, Method 24) 

5.9 lbs./gal or  

669 grams/liter  

HMIS Rating:     Health = 2   

        Fire = 2   
Reactivity = 0 

Product # 02-W359585 



PACKAGING & STORAGE SAFETY&HANDLING PRECAUTIONS 
Refer to SDS for additional safe 
handling & disposal 

Direct contact of NZD ISO FLUSH™ will cause a mild skin irritation or 

serious eye irritation. It is important to utilize recommended gloves (natural 

rubber), safety goggles and other suitable protective clothing your company rec-

ommends. Aspiration hazard if swallowed.  Keep liquid and vapor away from 

heat, sparks and flames. Keep container closed.  Use product with adequate 

ventilation. Do Not take internally. Keep out of reach of  children.  Avoid 

contact with skin, eyes and clothing.  Avoid breathing vapors or mist.  Wash 

thoroughly after handling.  Never give anything by mouth to an unconscious per-

son Get medical advice/attention.  

Refer to SDS  Section 4 First Aid Measures   

 

 

 

DISPOSAL.   

Refer to SDS for additional safe 

handling & disposal 

 

The spent material should not be disposed of in any  

sewerage system. Solutions containing hazardous or non-hazardous coatings 

and other soils should be handled and treated according to Federal, State and 

Local Environmental Laws. Discharge your waste and rinse water according to  

Federal, State and Local Regulations.   
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RECOMMENDED MATERIALS TO USE FOR:  

O-Rings, Gaskets, Hoses and Pump Packaging  
Material to Avoid 

Viton Phenolic  PET Noryl EN-265 Lucite 

ABS Polyurethane Lexan Noryl -731 Hypalon 

Durel PVC Valox Polysulfone  

Kynar Buna-N Polyester Ultem  

Teflon Mild Steel Polyethylene 

Butyl Rubber Halar Polypropylene 

Silicon Rubber Melamine Ryton 

Klarez Nylon 101  

1 Gallon EasyPour Jugs 
 

5 Gallon Pails 
 

55 Gallon Steel Drums (closed cap) 
 

GO GREEN™ Wipes  

in an “Easy Carry Bucket”  

(90 /  12 " x 12" Polypropylene  

Saturated Wipes)  

 

Freight easily shipped via local  

carriers ground or LTL. 

 

 

This product should be kept in its 

original container above freezing 

and less than 100 °F.   

 

Store drums in a dry area.    

 



 
 

 Industrial Resins such as: Polyester, 

Vinylester, Epoxy and Pigmented Gel 

Coat, as well as, Fiberglass and Resin 

Mixtures 
 

 Coatings such as:  High & Low Solid 

Aliphatic, Waterborne Epoxy Primers, 

Polyurethane, Acrylic, Varnishes and 

Alkyl Enamel 

 
 

Features & Benefits 
 

 Low VOC 
 

 High Resin/Polymer loading 
 

 Recyclable via vacuum distillation - 

resulting in reduced disposal costs 
 

 Residue Free  
 

 Replaces solvents such as NMP, 

BLO, Acetone, MEK, Methylene 

Chloride, PM Acetate and  

      1,1,1 Trichloroethane 
 

 Low rate of evaporation    
 

 Multi substrate - Safe of most  

      Ferrous and non-Ferrous Metals 
 

 Compatible and Non Corrosive on  

       various metals, plastics, glass and  

       ceramics   
 

  

Application  
  

Flushing the Spray Foam  

Equipment – Use Full Strength at room 

temperature. Completely water-miscible 

and reacts with liquid and hardened  

Isocyanates (A); therefore, a final flush 

with NZD ISO FLUSH™  is strongly  

recommended.  
  

Immersion Cleaning – Use at room 

temperature OR heated to a maximum 

140°F in a well-ventilated area (when 

heated, a faster polymer and resin  

removal result is obtained).    
 

Use Natural Rubber Gloves when  

handling this product.  

 

For hand wipe applications, use  

SURF X FLUSH 2000 GO GREEN™ 

Wipes. 

 

Polyurethane Foam,  
Resin & Coating Remover 

SURF X FLUSH 2000™ is highly effective 

in Flushing and Immersion cleaning 

of spray equipment, mixing and metering 

equipment and feed lines, as well as loos-

ening and removing cured urethane foam 

deposits and build-up from mixing heads, 

troughs, conveyor parts, side walls, roll-

ers, foam cutting devices and molds.  It is 

also ideal for cleaning overspray polymer, 

resins and coatings. 

 

Effectively Removes: 
 

 Polyurethane Foam (Reacted Part A   

& B), Flexible & Rigid Polyurethane 

Foam, both MDI and TDI esters and 

ethers, Cured Polyurethane and Reac-

tive Hot Melt Urethane Adhesives as 

well as many other industrial adhesives 

from roll coating equipment and dis-

pensing equipment 
 

 Polyols, Crystallized Isocyanates, and 

other urethane intermediates   

 

ENVIRONMENTAL 
 

 Reduced VOC 
 

 Non-Hazardous 
 

 Non-Flammable 
 

 Non-Toxic 
 

 DOES NOT contain raw ma-

terials on the NJ Community 

Right to Know Environmental 

Hazardous Substance (EHS) 

List 
 

 DOES NOT contain raw  

materials known to the State 

of California (Prop 65) to 

cause cancer, birth defects or 

other reproductive harm  
 

 DOES NOT contain raw   

     materials listed on SECTION  

     12(b) of HAPs List 
 

 No SARA 313 Ingredients 
 

 REACH Compliant 

TYPICAL PROPERTIES 

Appearance:   Clear Amber Liquid 

Flash Point:  

(Pensky-Martens closed cup) 

169 °F 

Odor: Mild Organic Ester 

Surface Tension:  24 (dynes/cm 24) 

(water = 1.0) 

pH  

(50% solution in water @ 68°F) 

  

6.8 - 7.8 

Vapor Pressure: (components) 0.20  - 0.90 mmHg  

@ 20 °C (68 °F)  

Initial boiling point/ 

boiling range (@ 760 [mm Hg]) 

                                  

356 - 396 °F 

Ideal Operating Temp (°F) Room Temperature or 

maximum heated to 
140 °F 

Ideal Operating Concentration Full Strength 

Specific Gravity @ (68°F) 0.980 - 0.984 

Weight/Gal. (lbs. /gal.) 8.20 

VOC Content:  

(ASTM D-2369, Method 24) 

3.85 lbs./gal or  

437 grams/liter  

HMIS Rating:     Health = 2   

        Fire = 2   
Reactivity = 0 

Product # 02-W189568 



PACKAGING & STORAGE SAFETY&HANDLING PRECAUTIONS 
Refer to SDS for additional safe 
handling & disposal 

Direct contact of SURF X FLUSH 2000™ Polyurethane Foam, Resin & 

Coating Remover will cause a mild skin irritation or serious eye irrita-

tion. It is important to utilize recommended gloves (natural rubber), safety gog-

gles and other suitable protective clothing your company recommends. Aspira-

tion hazard if swallowed.  Keep liquid and vapor away from heat, sparks and 

flames. Keep container closed.  Use product with adequate ventilation.  

Do Not take internally. Keep out of reach of  children.  Avoid contact with 

skin, eyes and clothing.  Avoid breathing vapors or mist.  Wash thoroughly after 

handling.  Never give anything by mouth to an unconscious person Get medical 

advice/attention.  

Refer to SDS  Section 4 First Aid Measures   

 

 

 

DISPOSAL.   

Refer to SDS for additional safe 

handling & disposal 

 

The spent material should not be disposed of in any  

sewerage system. Solutions containing hazardous or non-hazardous coatings 

and other soils should be handled and treated according to Federal, State and 

Local Environmental Laws. Discharge your waste and rinse water according to  

Federal, State and Local Regulations.   
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RECOMMENDED MATERIALS TO USE FOR:  

O-Rings, Gaskets, Hoses and Pump Packaging  
Material to Avoid 

Viton Phenolic  PET Noryl EN-265 Lucite 

ABS Polyurethane Lexan Noryl -731 Hypalon 

Durel PVC Valox Polysulfone  

Kynar Buna-N Polyester Ultem  

Teflon Mild Steel Polyethylene 

Butyl Rubber Halar Polypropylene 

Silicon Rubber Melamine Ryton 

Klarez Nylon 101  

1 Gallon EasyPour Jugs 
 

5 Gallon Pails 
 

55 Gallon Steel Drums (closed cap) 
 

GO GREEN™ Wipes  

in an “Easy Carry Bucket”  

(90 /  12 " x 12" Polypropylene  

Saturated Wipes)  

 

Freight easily shipped via local  

carriers ground or LTL. 

 

 

This product should be kept in its 

original container above freezing 

and less than 100 °F.   

 

Store drums in a dry area.    

 



ENVIRONMENTAL 
 

 VOC  Exempt 
 

 Non-Flammable 
 

 Non-HAPs 
 

 None of the Ingredients are 

listed on (CA PROP 65) 
 

 No SARA 313 Ingredients 
 

 Recyclable 
 

 Biodegradable 
 

 Non-hydroscopic 
 

 No ODC’s 
 

 Non-Corrosive 
 

 Stable under normal storage 

conditions 
 

 Compatible with machines & 

transfer pumps made of     

Carbon Steel or Stainless 

Steel & Aluminum Alloys 

Typical Properties 

Appearance:   Clear liquid  

Colorless to slight amber 

Flash Point:                              116 - 120 °C  

(241 - 248 °F) 

Odor: Slight Characteristic 

pH @50%                6.5 - 7.5 

Vapor Pressure 

(components) 

≤ 0.02 mmHg  

@ 20 °C (68 °F)  

Ideal Operating 

Temp / Conc. 

Room Temperature 

Full Strength 

Vapor Density 1.2 - 7.5 @ 20 °C  

(68 °F) (Air= 1.0)  

Specific Gravity:  1.090 - 1.095  @ 20 °C 

(68 °F) Reference  
substance: (water= 1) 

Weight/Gal.  9.1 (lbs. /gal.) 

Components  

Boiling Point  
@ 760 mmHg 

242 - 255 °C  

(467.6  - 491°F) 

Solubility in water Soluble  

VOC Exempt 

HMIS Rating Health = 1;  Fire  = 1;   

Reactivity = 0 

Recycling Parameters 

(Vacuum Distillation) 

195-253°F  

@ 760 mmHg Pressure   

Product # 02-W400590 

PROTECT YOUR ASSET - EXTEND THE LIFE OF YOUR EQUIPMENT  

WITH 

GSP’S LINE OF ECO FRIENDLY - NEW GENERATION  
MAINTENANCE FLUIDS 

 

Companion product to GSP’s Resin and Urethane Foam Removers 

SurfaLube ™ Equipment Storage Fluid 

is used as a storage fluid in Urethane Dispensing  

Equipment as well as Polyurea Spray Equipment.  Its 

coalescing properties allow storage of equipment for 

up to 36 months.   
 

Improved Performance with a Superior Environmental 

Profile, SurfaLube™  is stable under normal storage 

conditions.  Compatible with machines and  

transfer pumps made of Carbon Steel or   

Stainless Steel and Aluminum Alloys.  Gentle on  

most O-rings, gaskets, seals and lining.  Does not 

freeze under severe cold environment (<-90 °F). 
 

Once the hoses and polyurethane spray equipment is 

thoroughly flushed, SurfaLube™  is introduced to the equipment through spray lines, this 

helps eliminate the formation of Polyurea and Crystallized Isocyanates that may form when any 

remaining residue reacts with moisture in the air.   
 

Eliminate disposal costs by recycling the spent SurfaLube™  via Vacuum Distillation.   

 
 

PREPARING SYSTEM FOR STORAGE 
 

Once the hoses and polyurethane spray equipment are thoroughly flushed with  

NZD ISO FLUSH™ Isocyanate Cleaner, SurfaLube™  is introduced to the equipment 

through hoses and spray lines. This will help eliminate formation of  Hardened Isocyanates 

and coatings that may form when any remaining residue reacts with moisture in the air.   
 

Hoses & Lines  
 

 Flush thoroughly with  NZD ISO FLUSH™ Isocyanate Cleaner and Neutralizer to 

remove all liquid and semi-liquid Isocyanate (Part A)   
 

 During Flushing, make sure the heaters on the machine are turned off 
 

Guns  
 

 Flush Spray Guns thoroughly with SURF X FLUSH 2000 ™ to remove most  

     uncured and cured Polyurethane 
 

Pump 
 

 Pump SurfaLube ™  into the system so that it remains in hoses and lines   
 

 Store unit in a cool and dry (moisture free) area for up to 36 months 
 

 When starting up the unit, flush out SurfaLube ™ completely!  
 

 Introduce Polyurethane into the unit (The first few pounds of Part A & B sprayed 

through the system should be scrapped to avoid any adhesive failure. Then you are 

Ready to Go! 



 

SurfaLube ™ Equipment Storage Fluid is stable under normal stor-

age conditions. It is compatible with machines and transfer pumps made of 

Carbon Steel or Stainless Steel and Aluminum Alloys.  

 

PREFERRED HOSE AND GASKET MATERIALS ARE:  

 
Cork Natural Rubber Neoprene EPR Polyethylene Teflon 

 

Buna N, Hypalon and Viton are not suitable gasket materials for mid to 

long-term (days and weeks) storage.  Information from material suppliers 

and specific conditions of contact should be considered in the selection of 

suitable materials. 

 

Information from material suppliers and specific conditions of contact 

should be considered in the selection of suitable materials.  

SAFETY&HANDLING  

PRECAUTIONS 
Refer to SDS for additional safe 
handling & disposal 

 

Direct contact of SurfaLube™    

causes serious eye irritation.  Causes 

skin irritation. It is important to  

utilize recommended gloves (natural 

rubber), safety goggles and other 

suitable protective clothing your   

company recommends.  Aspiration 

hazard   if swallowed. Avoid contact 

with skin, eyes and clothing.  Do not 

heat this product.  Keep liquid and 

vapor away from heat,   sparks and 

flames. Keep container closed. DO 

NOT take internally. Avoid  contact 

with skin, eyes and clothing.  Wash 

thoroughly after handling.   

 

DISPOSAL.   
Refer to SDS for additional safe 
handling & disposal 

s 

SurfaLube ™  has a low order of 

toxicity, with a low risk of environ-

mental harm. Effluent analysis is    

required for proper waste disposal.  

The spent  material can be added to 

your non-hazardous waste stream  

(cleaning solvents) to be  disposed of 

according to Federal, State and Local 

Regulations.  

1 Gallon EasyPour Jugs 

5 Gallon Pails 

55 Gallon Steel Drums (closed cap) 

 

This product should be kept in its original container above freezing and less than 100 °F.   

Store drums in a dry area.    

 

Freight easily shipped via local carriers ground 

Physical Attributes                     
Stability & Compatibility 

PACKAGING & STORAGE 
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